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Certificate for China Compulsory Product Certification

Certificate No.: 2021332315000690

Name and Address of the Applicant

Thermo-Electra B.v.

Weteringweg 10, 2641 KM Pi jnacker, the Netherlands

Name and Address ofthe Manufacturer

Thermo-Electra B.V.

Weteringweg 10, 2641 KM Pi jnacker, the Netherlands

Name and Address ohhe Factory

Thermo-Electra B.Y.

Weteringweg 10, 2641KM Pi jnacker, the Netherlands

Product Name, Model and Specification, Explosion-proof mark

Temperature Sensors

LEX30,EXd IICT6...T1 Gb

(See the appendix for related product information)

The Standards and Technical Requirements for the Product

GB 3836.1-2010; GB 3836.2-2010

It is hereby to issue this certificate to certify that the above mentioned product complies with
the requirements of implementation rules for compulsory certification CNCA-C23-01:2019.

Date of Issue: May 8, 2021

Date of First Issue: May 8, 2021

The validity of this certificate depends on the regular supervision of the issuing authority.

Valid Till: May 7,2026

The relevant information of the certificate can be obtained through the Website of the

Certification and Accreditation Administration of the P.R.C.:~I'V'!.GiC2~gQV.Cil,

[PCECjSigned by: Vin Hong [Seal of Zhongchuang Xinhai (Tianjin) Certification Service Co., Ltd.]

Zhongchuang Xinhai (Tianjin) Certification Service Co., Ltd

022-26651066 Address: 85-1 Sanhao Road, Dingzigu, Tianjin Posta! Code: 300131

F 0003441



Certificate for China Compulsory Product Certification
Certificate No.: 202133231S000690 Appendix Page 1 of 2

Cable Cable operating

insulation temperature range

PVC -2S'C / +lOS'C

Silicon -2S'C / +160'C

PTFE -4S'C /+200'C

The information of the product mentioned in this certificate is as following:
Temperature Sensors, LEX30,EXd IICT6...T1 Gb

(1) The LEX30 temperature sensor can be composed of sensors of different types and with

different installation methods, inserts and screw thread lead-in device of the inserts. The

terminals and connectors are connected directly with the cable. Cable sensors and ceramic
inserts are optional components.

The sensor is protected by closed metal tubes or cables with mineral insulated metal sheath, with

different lengths and diameters available. The sensor insert can be a single or multiple

thermocouples, such as PTC,NTC(such as KTV), or resistance sensor (RTD)

Certified flameproof type (explosion-proof type)"d" connector shall be used. Connecting terminal

or industrial transmitters with or without display functions are provided in the connector /
junction box.

(2) Rated Voltage: Maximum SOVdc;Rated Current: Maximum lOmA.

(3) Ambient Temperature: Maximum Ambient Temperature Range: - 4S'C to + 80'C. This

temperature range can be limited by the material used (such as cable, connector, junction box) or
the temperature transmitter used.

The ambient temperature range for the whole device, and the operating temperature range of

connectors / junction box, transition parts and cables depend on the cable insulation materials

listed in the table b-"e-"Io_w_.~~~~~~~~~_ -~~~~~~----c~~~~~~~~~~

I Allowable t~mperature range : Maximum operating

of terminal package, transition I temperature range of

part and lead-in gland connector / junction box

-40'C / +230·c ~-4c.::0c...:·C/ +100'C

-4S'C / +230'C i -4S"C / +lOO'C~ ~c...:c...:~ ~~ __ ~ ___

-40'C / +lOS'C ' -40'C / +100'C

Cables with other insulating materials, such as kapton and / or additional glass fiber and / or
metal braid / sheath, may be used within the allowable temperature range.

When using the transmitter, the maximum operating temperature shall be at least 10K lower

than the maximum allowable ambient temperature of the transmitter. The minimum operating

temperature is limited by the minimum ambient temperature of the transmitter. The operating

temperature range of the optional Exd type connector / junction box can be different, depending

on the material used for sealing and other conditions. The minimum temperature is - SO'C and
the maximum temperature is + 200·C.

[PCEC]Signed by: Vin Hong [Seal of Zhongchuang Xinhai (Tianjin) Certification Service Co., Ltd.]

022-26651066 Address: 85-1 Sanhao Road, Dingzigu, Tianjin Postal Code: 300131

Zhongchuang Xinhai (Tianjin) Certification Service Co., LId



Certificate for China Compulsory Product Certification
Certificate No.: 2021332315000690 Appendix Page 2 of 2

The relationship between process temperature and temperature group Dr maximum operating
temperature is as follows:

Maximum process temperature Tp ("C) Temperature group I maximum working

I temperature rC) of the whole device

75 T6 I

90 T5 l
125 T4

190 T3

285 T2

435 T1

(4) Enclosure protection grade: IP65.

II. Special instructions

1. If the nominal tip diameter of mineral insulated metal armored cable for the sensor is less than

3mm, the sensor must be grounded. It must be assumed that it cannot pass the 500 Vac or 700

Vdc insulation strength test required by lEC 60079-14. In addition, the sensor must be protected

from mechanical shock. For more information, see the installation instructions.

2. If the actual application requires a detailed evaluation of the operating temperature of the

components (e.g. due to higher process temperature and heat insulation), temperature

measurement shall be carried out to verify that the specified temperature limit of the component
is not exceeded.

3. When the temperature sensor is equipped with a ceramic insert, the insert shall be completely

immersed in liquid medium, and the ambient temperature range of the over-line pouring seal
part shall be -40"C to +80"C.

III. Test Report: PCBC21601-21100269

IV. Information of Alteration of the Certificate: None.

Below is blank.

[PCEC]Signed by: Vin Hong [Seal of Zhongchuang Xinhai (Tianjin) Certification Service CD.,Ltd.]

Zhongchuang Xinhai (Tianjin) Certification Service Co., Ltd

022-26651066 Address: 85-1 Scmhao Road, Dingzigu, Tianjin Postal Code: 300131 http://www.pcec.com.cn

http://www.pcec.com.cn


Certificate for China Compulsory Product Certification

Certificate No.: 2021332315000691

Name and Address 01 the Applicant

Thermo-Electra BV

Weteringweg 10, 2641 KM Pi jnacker, the Netherlands

Name and Address ofrthe Manufacturer

Thermo-Electra B.V.

Weteringweg 10, 2641 KM Pi jnacker, the Netherlands

Name and Address olthe Factory

Thermo-Electra BV

Weteringweg 10, 2641 KM Pi jnacker, the Netherlands

Product Name, Model and Specification, Explosion-proof Mark

Temperature Sensors

LEX25,EXia IICT6...T1 Ga; Ex ia!ib IICT6... T1 Ga!Gb; Ex ib IICT6...T1 Gb
(See the appendix for related product information)

The Standards and Technical Requirements for the Product

GB 3836.1-2010; GB 3836.2-2010

It is hereby to issue this certificate to certify that the above mentioned product complies with

the requirements of implementation rules for compulsory certification CNCA-C23·01:2019.

Date of Issue: May 8, 2021
Date of First Issue: May 8, 2021

The validity of this certificate depends on the regular supervision of the issuing authority.

Valid Till: May 7, 2026

The relevant information of the certificate can be obtained through the website of the
Certification and Accreditation Administration of the P.R.C.: ~!...W\/'J._cnC2.;<;:OV.CJl.

[PCEC]Signed by: Vin Hong [Seal of Zhongchuang Xinhai (Tianjin) Certification Service Co., Ltd.]

Zhongchuang Xinhai (Tianjinj Certification Service Co., Ltd

022-26651066 Address: 85-1 Sanhao Road, Dingzigu, Tianjin Postal Code: 300131 http://www.pcec.com.cn

F 0003442
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Certificate for China Compulsory Product (er~ification
Certificate No.: 202133231S000691 Appendix Page 1 of 2

I. The information of the product mentioned in this certificate is as following:

Temperature Sensors, LEX2S,EXia IICT6...T1 Ga; Ex ia/ib IICT6... T1 Ga/Gb; Ex ib IICT6...T1 Gb,

(1) The LEX2Stemperature sensor can be composed of sensors of different types and with

different installation methods, inserts and screw thread lead-in device of the inserts. The

terminals and connectors are connected directly with the cable. Cable sensors and ceramic
inserts are optional components.

The sensor is protected by closed metal tubes or cables with mineral insulated metal sheath, with
different lengths and diameters available. The sensor insert can be a single or multiple

thermocouples, such as PTC,NTC(such as KTV), or resistance sensor (RTD).

Aluminum, cast iron, stainless steel or non-metallic enclosures can be used to provide a minimum

protection grade of IP6S. The connector / junction box can be equipped with terminals, or with

separately certified transmitter of Ex i protection type with or without display screen. Plugs and

sockets can be used in Ex i sensor circuits provided they are separate from non-intrinsically safe
circuits and are not interchangeable.

(2) Intrinsic safety parameters of the sensor: max. Ui: 30V, Ii: 75mA, Pi 500mW, Ci: 0, Li: 0;

transmitter used with temperature sensor: max. Pi: 2.2SW.

(3) When the temperature sensor is connected with flying wire or terminal instead of transmitter,

the explosion-proof level is "ia"; when the temperature sensor uses the transmitter, the

explosion-proof level is the same as the transmitter, i.e. "ja", "ib" or Ilia / ib'l,

(4) Ambient Temperature: Maximum Ambient Temperature Range: - 4S"C to + SO"C.This
temperature range can be limited by the material used (such as cable, connector, junction box) or
the Ex i temperature transmitter used.

The ambient temperature range for the whole device, and the operating temperature range of

connectors / junction box, transition parts and cables depend on the cable insulation materials
listed in the table below.

Cable

insulation
Cable operating

I temperature range
I Allowable temperature range I' Maximum operating
i of terminal package, transition temperature range of
. part and lead-in gland connector / junction box

-40"C / +10S"C .. '-40"C / +100"C IPVC . -2S"C / +lOS"C

-40'C / +230'C i -40"C / +100"C ISilicon : -2S"C / +160"C

PTFE I -4S'C / +200"C -4S"C / +230'C I -4S"C / +100'C '

Cables with other insulating materials, such as kapton and / or additional glass fiber and / or

metal braid / sheath, may be used within the allowable temperature range.

[PCEC]Signed by: Vin Hong [Seal of Zhongchuang Xinhai (Tianjin) Certification Service Co., Ltd.]

Zhongchuang Xinhai (Tianjin) Certification Service Co., Ltd

022-26651066 Address: 85-1 Sanhao Road, Dingzigu, Tianjin Postal Code: 300131 http://www.pc~·com.CI"!



Certificate for China Compulsory Product Certification
Certificate No,: 2021332315000691 Appendix Page 2 of 2

When using the transmitter of Ex i protection type, the maximum operating temperature shall be

at least 10K lower than the maximum allowable ambient temperature of the transmitter. The

minimum operating temperature is limited by the minimum ambient temperature of the

transmitter,

The relationship between process temperature and temperature group or maximum operating
temperature is as follows:

Maximum process temperature Tp (OC) Temperature group / maximum working

temperature ("C) of the whole device

~ ~75: +- T_6 __
90

125 T4
-------1---------------- -----

T5

190 T3

285 T2

435 T1

If a temperature transmitter is used, the temperature group of the temperature transmitter shall
also be considered,

(5) Enclosure protection grade: IP65,

II, Special instructions

1. If the nominal tip diameter of mineral insulated metal armored cable for the sensor is less than

3mm, the sensor must be grounded, It must be assumed that it cannot pass the 500 Vac or 700

Vdc insulation strength test required by lEC 60079-14, In addition, the sensor must be protected

from mechanical shock, For more information, see the installation instructions,

2, If the actual application requires a detailed evaluation of the operating temperature of the

components (e,g, due to higher process temperature and heat insulation), temperature

measurement shall be carried out to verify that the specified temperature limit of the component
is not exceeded.

3, When the temperature sensor is equipped with a ceramic insert, the insert shall be completely

immersed in liquid medium, and the ambient temperature range of the over-line pouring seal
part shall be -40'C to +80°C,

III. Test Report: PCBC21601-21100270

IV, Information of Alteration of the Certificate: None,
Below is blank,

[PCEC]Signed by: Vin Hong [Seal of Zhongchuang Xinhai (Tianjin) Certification Service Co" Ltd,]

Zhongchuang Xinhai (Tianjin) Certification Service Co., Ltd

022-26651066 Address: 85-1 Sanhao Road, Dingzigu, Tianjin Postal Code: 300131 http://www.pcec.com:cn

http://www.pcec.com:cn


I, Sanne Veldhuijzen - Verhagen, sworn as translator Dutch - English - Chinese before the court
of Maastricht, declare that this document is a faithful translation of the attached document.

Registration number: 4429

lk, Sanne Veldhuijzen-Verhagen, beedigd als vertaler Nederlands - Engels - Chinees voor de
rechtbank van Maastricht, verklaar dat dit document een getrouwe vertaling is van het

aangehechte document.
Wbtv-nummer: 4429

:4-'A, Sanne Veldhuijzen-Verhagen, cp, f\ii, ~~~'Jt~~li!JJi1f., i~r\Ji:~,,@li!'jj~4'ltic{}~~/'J
4429, 'l'l'i±f\ii.":1:hWT*flJ:!.JIj'vli'rm~'ft~~o *Ai'EJl:l)iS8)j, *JtfLh~J/(1!i'i?MltJtf4i¥J~p~

lIJJi1f.,~Jt:~;l§JJlt:lci'§:j:1,
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